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Note for the 2014 First Quarter MAA Quarterly Report:

This report does not contain updated Table 2: DMC Allocations and Loads information. The
information will be created as soon as possible; staffing changes and unexpected personnel
absences have contributed to the delay. Reclamation will submit the information in the 2014 ond
quarter Quarterly Report. It will be possible to request the information earlier if needed. Please
direct questions or concerns regarding this information to Michael Mosley, Mid-Pacific Regional
Water Quality Coordinator, mmosley@usbr.gov.
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Purpose

The Central Valley Regional Water Quality Control Board’s (CV Water Board) Salt and Boron
Total Maximum Daily Load (TMDL) was approved and placed into effect on July 28, 2006. In
response to the Salt and Boron TMDL, the United States Bureau of Reclamation (Reclamation)
developed the salinity management plan, Actions to Address the Salinity and Boron TMDL Issues
for the Lower San Joaquin River (Action Plan) and entered into a Management Agency
Agreement (MAA) with the CV Water Board on December 22, 2008. The MAA describes the
actions Reclamation will take to meet the obligations allocated to it by the Salt and Boron TMDL
for the Lower San Joaquin River (LSJR). The MAA states, in part:

Reclamation will submit quarterly reports to the Regional Water Board by 45
days after the end of the calendar quarter. The quarterly reports will include a
summary of activities conducted by Reclamation during the quarter in
conjunction with each element included in their Action Plan, including activities
related to developing a Real Time Management Program. In addition
Reclamation will include data collected relevant to DMC load evaluation.

The “Quarterly Activity and Monitoring Report” summarizes the activities conducted by
Reclamation in conjunction with each element outlined in its Action Plan. The Action Plan
describes Reclamation’s past, current and planned practices and procedures to mitigate and
manage adverse impacts of salt and boron imported into the San Joaquin Basin via the Delta
Mendota Canal (DMC) in order to help achieve compliance with the objectives contained in the
CV Water Board’s Water Quality Control Plan for the Sacramento River and the San Joaquin
River Basins — 4" Edition (Basin Plan).

Organization of Quarterly Report

The quarterly report provides a synopsis of the various activities associated with each element
identified in the Action Plan. Action categories include Flow, Salt Load Reduction, and
Mitigation. For each action a brief description and list of activities are identified. The quarterly
report includes calculations of salt loads based on DMC deliveries and calculations of
assimilative capacity provided through dilution flows. The calculation methods used in this
report are provisional, and some elements in this report do not include estimations of benefits at
this time. Reclamation submitted the Compliance Monitoring and Evaluation Plan to the CV
Water Board (Reclamation 2010) which outlines the criteria and methodology for determining
DMC loads and credits.

A. Flow Actions

Reclamation agreed to provide mitigation and dilution flows to meet the Vernalis salinity and
boron objectives. Historically, Reclamation provided dilution flows from the New Melones
Project and through purchases for the Vernalis Adaptive Management Plan (VAMP). The
dilution flow provision in the VAMP expired recently; stakeholders within the watershed are
currently negotiating a new agreement to replace the VAMP. Flow actions include but are not
limited to: dilution flows from New Melones Reservoir, water acquisitions, and recirculation.
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1. New Melones Reservoir Operations — Provision of Dilution Flow

Brief Description: In the Flood Control Act of October, 1962, Congress reauthorized and
expanded the New Melones unit (P.L. 87-874) to a multipurpose unit to be built by the U.S.
Army Corps of Engineers (Corps) and operated by the Secretary of the Interior as part of the
Central Valley Project (CVP), thus creating the New Melones Unit. The multipurpose objectives
of the unit include flood control, irrigation, municipal and industrial water supply, power
generation, fishery enhancement, water quality improvement, and recreation. Since June of
2009, New Melones has been operated to meet the National Marine Fisheries Service Biological
Opinion (BO) to Reclamation on the effects of the continued operation of the CVP and the
California State Water Project on the various runs of Chinook salmon, Central Valley steelhead,
and green sturgeon, and their designated critical habitat.

The Sacramento and San Joaquin River Basin Plan was amended in 2004 to include a Control
Program for Salt and Boron Discharges into the LSJR. Items 12 and 13 of the Salt and Boron
Control Program state:

Item 12. Salt loads in water discharged into the LSJR or its tributaries for the express purpose
of providing dilution flow are not subject to load limits described in this control program if the
discharge:

a. complies with salinity water quality objectives for the LSJR at the Airport Way
Bridge near Vemalis;

b. isnot a discharge from irrigated lands; and

c. isnot provided as a water supply to be consumptively used upstream of the SJR at the
Airport Way Bridge near Vernalis.

Item 13. Entities providing dilution flows, as described in item 12, will obtain an allocation
equal to the salt load assimilative capacity provided by this flow. This dilution flow allocation
can be used to:

1) Offset salt loads discharged by this entity in excess of any allocation or; 2) trade, as
described in item 10. The additional dilution flow allocation provided by dilution flows
will be calculated as described in Table IV-8 (CV Water Board 2004c).

Activities
e Reclamation continues to operate its facilities to comply with State Water Board D-1641,
the applicable Biological Opinions and the Stanislaus River at Ripon monitoring station
dissolved oxygen criteria.
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Quantification Methodology: Table IV-8 (CV Water Board 2004c) states that dilution flow
allocations are calculated as follows:

Adit= Qi * (Can — WQO) * 0.8293

Where:
Agy = dilution flow allocation in thousand tons! of salt per month
Q4 = dilution flow volume in thousand acre-feet (TAF) per month — above base flows
Caii  =dilution flow electrical conductivity (EC) in micro-Siemens per centimeter

(uS/cm)
WQO = salinity water quality objective for the LSJR at Airport Way Bridge near
Vernalis in pS/cm

Table 1 lists data and monthly calculations for the past quarter. Data for flow releases from
Goodwin Dam, the Stanislaus River “design flows,” and salinity at Orange Blossom Bridge are
used to calculate the monthly dilution flow allocations. The water-year type is estimated based
on the 75% probability of exceedance found in California Department of Water Resources
(DWR) Water Supply Index Forecasts (http://cdec.water.ca.gov/cgi-progs/iodir/WSI) for the San
Joaquin Valley. The 75% exceedance forecast for April 1, 2014 is 1.1, which classifies 2014
as a critically dry year.

Dilution Flow Allocation. WY2014 classified as a Critical year.

Table 1: Goodwin Dam Monthly Dilution Flow Allocation
Goodwin Base Qai, TAF | wqo°, | Cai Dilution
Dam Flow Design o (monthly Flow
(GDF)*® Flow (DF) DF=0 . average EC | Allocation,
TAF TAF GOFDF=Qa | ysiem | ¢ Orange | A, tons
Blossom
Bridge) °,
puS/cm
Jan-14 18 9 9 1000 69 -6,949
Feb-14 14 8 6 1000 71 -4,623
Mar-14 25 9 16 1000 75 -12,274

Source: Reclamation 2014a

2 http://www.usbr.gov/mp/cvo/reports.html

® Reclamation 2010 Compliance Monitoring and Evaluation Plan

¢ CV Water Board 2004a and 2004b Appendix 1: Technical TMDL Report
¢ http://cdec.water.ca.gov/cgi-progs/staSearch

2. Water Acquisitions

Brief Description: The Central Valley Project Improvement Act (CVPIA) signed into law on
October 30, 1992, modified priorities for managing water resources of the CVP. CVPIA altered
the management of the CVP to make fish and wildlife protection, restoration, and enhancement
have equal priority with agriculture, municipal and industrial, and power uses. To meet water

! This is a typographical error in the Basin Plan Amendment. The units are actually tons.

_—,_——————— e e e e e e e e e
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acquisition needs under the CVPIA, the U.S. Department of the Interior developed a Water
Acquisition Program, a joint effort by Reclamation and the U.S. Fish and Wildlife Service
(Service). The program's purpose is to acquire water supplies to meet the habitat restoration and
enhancement goals of the CVPIA and to improve Interior's ability to meet regulatory water
quality requirements.

Activities
e Reclamation did not acquire any additional water this quarter.
Quantification Methodology: The discussion on dilution flow allocation presented under New

Melones Reservoir Operations is pertinent here as well. Please refer to the Table IV-8 (CV
Water Board 2004c¢) dilution allocation formula stated for the Table 1 calculation above.

3. DMC Recirculation Pilot Studies — Provision of Dilution Water

Brief Description: The DMC Recirculation Project studied the feasibility of using CVP flows to
provide dilution water for salinity management. As part of the project studies, Reclamation
conducted three pilot recirculation studies in 2004, 2007, and 2008. The pilot studies pumped
water from the Delta at Tracy and conveyed it through the DMC to the Newman Wasteway,
where it is then conveyed to the LSJR. The “Delta-Mendota Canal Recirculation Feasibility
Study, Plan Formulation Report” is complete and available at
http://www.usbr.gov/mp/dmcrecirc/docs/final/index.html.

Activities
e No new activities related to this project occurred in first quarter 2014.

B. Salt Load Reduction Actions

Reclamation is under a court order to provide drainage to its San Luis Unit, on the Westside of
the Lower San Joaquin Valley. As part of this effort, Reclamation historically supported the
Westside Regional Drainage Plan (WRDP) through grants and in-kind services. Salt Load
Reduction Actions include the Grassland Bypass Project (GBP), implementation of the WRDP,
and the following conservation programs: Water Conservation Field Services Program,
WaterSMART Program (formerly Water 2025 Grants Program), and the California Bay Delta
Authority (CALFED) Bay-Delta Water Use Efficiency Program.

1. Grassland Bypass Project

Brief Description: The GBP is a multi-agency stakeholder project currently based upon the 2009
Use Agreement’ between the Reclamation and the San Luis and Delta-Mendota Water Authority
(Authority) to manage and reduce the volume of agricultural drain water produced within the

% U.S. Bureau of Reclamation and the San Luis and Delta-Mendota Water Authority, December 22, 2009.
Agreement for Continued Use of the San Luis Drain for the Period January 1, 2010 through December 31, 2019.
Agreement No. 10-WC-20-3975

=== e e
Page 4



US Bureau of Reclamation Quarterly Activity Monitoring Report January through March 2014

Grassland Drainage Area (GDA), and to use a 28-mile segment of the San Luis Drain to convey
this drain water to Mud Slough, a tributary of the SJR. The GBP removed agricultural drainage
water from most wetland water supply conveyance channels, facilitated drainage management
that maintains the viability of agriculture in the GDA, and promoted continuous improvement in
water quality in the SJR.

Activities

e The load of salts discharged from the GDA has been significantly reduced through the
implementation of the Grassland Bypass Project in 1996 and the development of the San
Joaquin River Improvement Project (SJRIP) in 2002.

o The reduction of salts is the result of activities conducted by the Grassland Area Farmers
including source control in the GDA, tail water recycling, and displacement of
agricultural drainage water across the SJRIP re-use area.

e Preliminary data for WY 2014 (October — December 2013) indicate that just under
15,000 tons of salts have been displaced to the SJRIP, with less than 11,000 tons of salts
entering the San Luis Drain.

e Prior to 1996, the average annual discharge of boron from the GDA to the SJR was
almost 360 tons per year. For Water Year 2013, we estimate that 120 tons of boron were
discharged to the San Luis Drain and 218 tons were displaced to the SJRIP. Preliminary
data for WY 2014 (October — December 2013) indicate continued reduction and
displacement of boron.

e Reclamation and the Grassland Area Farmers continue to assist CV Water Board staff
with the development of a revision of the 2001 Waste Discharge Requirement (WDR)
for the discharge of agricultural subsurface drainage water into Mud Slough (north), a
tributary of the SJR.

e Reclamation continues to implement the monitoring requirements for the 2001 WDR.
Reclamation continues to collect and analyze water samples from nine sites for selenium,
boron, salts, nutrients, and molybdenum and continues to operate auto-samplers in the
San Luis Drain and in the river at Crows Landing.

e The 2010-2011 GBP Annual Report was published in November 2013. Reclamation is
compiling flow and water quality data for the 2013 Report.

2. Westside Regional Drainage Plan

Brief Description: The Westside Regional Drainage Plan (WRDP) is a local stakeholder
program developed by integrating all consistent elements of drainage management developed by
government and local agencies and private partnerships. The original efforts of the WRDP
focused on reducing selenium discharges to the SJR. Success of the original effort prompted a
proposal to expand the WRDP to go beyond regulatory requirements and eliminate selenium,
boron, and salt discharges to the SJR, while maintaining productivity of agriculture lands in the
San Joaquin valley and enhancing water supplies for the region.

? California Regional Water Quality Control Board, Central Valley Region, September 21, 2001. Waste Discharge
Requirements No. 5-01-234 for the San Luis & Delta-Mendota Water Authority and the United States Department
of the Interior, Grassland Bypass Channel Project (Phase II), Fresno and Merced Counties.
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Reclamation provided more than $39 million in grant funding to implement the WRDP since
2002.

Activities

e Reclamation continues to administer four grants with Panoche Drainage District worth $23
million to implement the WRDP for source control activities, groundwater management,
reuse of drain water and salt treatment/disposal. Negotiations have begun on a fifth grant
worth $3.8 million.

e Panoche Drainage District has used most of this money to develop the SJRIP through
construction of infrastructure, planting salt-tolerant crops, and environmental mitigation.
Preliminary data for WY 2014 (October — December 2013) indicate continued reductions in
boron discharged to the SJR through displacement to the SJRIP.

3. Conservation Efforts

Brief Description: The water use efficiency program includes several grant programs which
fund actions to assure efficient use of existing and any new water supplies. Efficiency actions
can alter the pattern of water diversions and reduce the magnitude of diversions, providing
additional benefits. Efficiency actions can also result in reduced discharge of effluent or
drainage and improve water quality. Although Reclamation is unable to quantify the benefits of
the various funded projects as related to salinity reduction, the following information is provided
to depict the Reclamation’s water conservation efforts in the basin. Through WaterSMART and
the CALFED Bay-Delta Restoration program, since 2006 Reclamation awarded 82 projects in
the San Joaquin Valley that required performance measures. As information is collected from
these projects, quantifiable benefits may be determined in the future.

Activities
Under the 2014 Bay-Delta Restoration Program: CALFED Water Use Efficiency Grants,
Reclamation will offer grants to support water efficiency projects in the state of California.

e Reclamation selected two grant recipients in 2013 and the 2014 recipients will be
announced in the spring of 2014.

Through the 2014 WaterSMART Water and Energy Efficiency Program, Reclamation will award
projects to improve water use efficiency:

o The 2014 WaterSMART Water and Energy Efficiency Program application deadline for
submission was in January 2014. The winning selections will be announced in June 2014.

C. Mitigation Actions

Reclamation’s Action Plan identifies two mitigation actions to reduce salinity loads: (1) a Real
Time Management Program (RTMP) to improve the timing of west-side discharge of saline

_—— e e e e e
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drainage to the LSJR so as to occur during times of sufficient river assimilative capacity, and (2)
assisting wetland managers with the development and implementation of innovative wetland best
management practices (BMP) for salinity. Reclamation actively supports the development of
RTMP throughout the basin and is currently developing the San Joaquin River Forecast Model
for assimilative capacity.

1. RTMP - Development of Stakeholder-Driven Program

Brief Description: The RTMP is described in the TMDL as a stakeholder driven effort to use
“real-time” water quality and flow monitoring data to support water management operations in
order to maximize the use of assimilative capacity in the SJR. The CV Water Board describes
this assimilative capacity as up to 85% of the load determined by the Vernalis salinity objective.
Reclamation is working with SJR stakeholders and CV-SALTS to support the development of a
stakeholder-driven program.

Activities

e Reclamation continues working to increase stakeholder involvement opportunities in
developing a RTMP. During the first quarter of 2014 a number of meetings were held
with west-side entities including Grassland Water District, the US Fish and Wildlife
Service and Patterson Irrigation District and most recently with Turlock Irrigation
District. The meeting with Turlock Irrigation District was particularly significant in that
the District was made aware for the first time of the opportunities Real-Time Salinity
Management offers over a WDR or the requisite components of a Board-certified Real-
Time Management Program. Also significant was the fact that although compliance with
TMDL requirements is delayed several years for East-Side entities, Real-Time Salinity
Management is a Basin-wide concept and early cooperation will be helpful by
stakeholders on both sides of the Basin for the concept to be viable. The RTMP
Framework and Memorandum of Understanding draft documents were created and
distributed for comment by all interested parties. The current targeted milestone for
approval of the RTMP is August 2014.

e Reclamation completed the first public draft of the RTMP Framework document with
assistance from the Westside Drainage Coalition, Grassland Water District and the San
Luis and Delta Mendota Water Authority. The Framework document identifies the major
tasks under each of the four phases of the Real-Time Management Program together with
milestones and progress metrics. Reclamation and the Framework document workgroup
conduct monthly meetings to coordinate their efforts. The major focus of the Framework
document is the necessary requirements to establish a Water Board-approved RTMP
based on the requirements under the 2008 Salt and Boron TMDL.

2. RTMP - Technical Support

Brief Description: A successful RTMP will require a real-time monitoring network and a model
capable of forecasting SJR assimilative capacity. The concept behind the RTMP is to enable the
use of available assimilative capacity to export salt loads from the basin. The WARMF-SJR
River Forecast model, currently being enhanced to make it more robust, less time-consuming to

P e I
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operate and more user-friendly, is one component of the RTMP decision support system.
Reclamation is committed to participate in the continued development of decision-support tools.
Reclamation will continue to support the development of the RTMP; some of the activities are
described below.

Activities - TR
e The RTMP pilot study includes ! PR - g
developing a visualization tool
that helps wetland water managers N

to: characterize salt loading,
estimate salt loads leaving their
management areas, and compare
loads being discharged to Mud and
Salt Sloughs and the SJR and
target salt loads. Work is ongoing
at Lawrence Berkeley National
Laboratory (LBNL) to develop
schema for allocating salt loads
based on factors such as land area
or historic salt loads. Pond inflow
and outflow data from managed
wetlands in Grassland Water
District and in the Los Banos
Wildlife Management Area
complex were analyzed and salt loading estimated. These data covered the period 2007 —
2013. These data and data from the five GWD outlets are being used to determine water
year-type based salt load profiles to suggest optimal monthly salt load allocations to
wetland entities. This is based on the notion that agricultural, municipal and wetland
entities in the Basin have unique salt load export signals to the San Joaquin River.

e Salt loading can either be estimated by the WARMF-SJR model or, where monitoring
stations are installed, on historic data. The current tool presents real-time flow, EC and
salt load data within water supply conveyances entering the GRCD, conveyances within
the GWD and in drainage conveyances leaving the GRCD. A visualization tool was
developed for Grassland Water District which obtains the last 31 days of hourly mean
data after it has been processed by the WISKI software program. The WISKI software
was purchased for Grassland Water District in late 2013 and has been successfully
installed on a dedicated server also purchased for the District. GWD personnel are
currently being trained on use of the software through instructional videos developed at
LBNL and through hands-on training at the District office. Cooperative data
visualization tool development work continues in cooperation with GWD staff to
improve the functionality of the existing monitoring network to calculate flow and salt
loading at locations that are optimal for salinity management decision making.

e Several technical meetings (WARMEF — Technical Review Team) were held at the offices
of the Regional Water Quality Control Board with the objective of involving interested
parties with the current planned improvements to the WARMF-SJR forecast model

Figure 1. San Joaquin River at New Jerusalem
Drain Monitoring Station
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interface. The improved WARMF-SJR Forecast Model interface will ultimately
improve the following:

o Make it easier to assemble the data sets and model inputs to make forecasts of

SJR salt assimilative capacity.

Improve model visualization of each forecast to make it easier to interpret model output.
The Lagrangian (Gowdy) output facilitates an improved understanding of who
contributes what and when along the SJR. Each output is for a single day and these need
to be integrated over time to obtain a complete picture of each stakeholder’s relative
contribution to salt loading. Current activities are focusing on stability of the model,
output graph unit conversions and automation of some of the data processing steps
associated with making forecasts of flow, EC and salt load assimilative capacity. ¢
LBNL and Reclamation continue to work closely with Systech Water Resources, Inc. and
the US Geological Survey to improve the resolution of the current surface and
groundwater simulation models by redefining watersheds to match water districts on the
west-side of the San Joaquin Basin and improving automation of data assimilation for
real-time forecasting. The USGS has requested assistance in improving the current
Reclamation-sponsored WESTSIM-HM model (a more refined version of the USGS
CVHM model - specifically focused on the west-side of the San Joaquin Basin). River
diversion data that originated in the SJRIO model was imported and updated in the
WARMEF-SJR model and will be similarly migrated into WESTSIM-HM to more
accurately depict the seasonality of surface water diversions from the River. Likewise
west-side drainage data that were measured routinely between 2005 and 2009 and
collected periodically since - will be provided to the USGS modeling effort.

3. Wetland Best Management Practices Plan
The CDFW and the GRCD operate under BMPs to reduce the impact of discharges from
managed wetlands into the SJR. Reclamation also provides resources to support the

development of a real-time monitoring network and other potential BMP analysis tools within
Federal, State, and private managed wetlands.

Activities

Reclamation continues support of the network of real-time flow and water quality
monitoring stations at some wetland pond sites and in all major inflow and outflow
conveyances within the GWD.

The LBNL WISKI database, which stores data migrated hourly from the YSI-EcoNET
site, from GWD since 2006 was migrated from LBNL to the GWD and training is
ongoing with GWD personnel on its use. This software will provide GWD the capability
of doing real-time data quality assurance — an essential part of real-time water quality
management that has been technically challenging in the past owing to a lack of a
suitable software tool.

4. Participation in CV-SALTS Program

Brief Description: The CV Water Board and State Water Resources Control Board initiated a
comprehensive effort to address salinity problems in California’s Central Valley and adopt long-
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term solutions that will lead to enhanced water quality and economic sustainability. The CV-
SALTS stakeholder group is a collaborative basin planning effort aimed at developing and
implementing a comprehensive salinity management program. The goal of CV-SALTS is to
maintain a healthy environment and a good quality of life for all Californians by protecting the
state’s most essential and vulnerable resource - water.

Activities
Reclamation continues to participate in the following sub-committees of the program: Executive,
Technical Advisory, and LSJR. In addition:
e Reclamation continues to provide funding for the co-chair of the Technical
Subcommittee who also attends the Executive Committee Policy meetings.
e Reclamation participates in CV-SALTS and the Lower San Joaquin River Committee as
they evaluate beneficial use designations and a potential amendment of the Basin Plan.

D. Central Valley Project Deliveries Load Calculation

Brief Description: The CVP delivers water to both the Grassland and Northwest subareas (as
described in the Basin Plan) through the DMC, the San Luis Canal, and the San Joaquin
River/Mendota Pool. Most CVP water is pumped from the Delta into the DMC through the
C.W. “Bill” Jones Pumping Plant located near Tracy, California. CVP water is conveyed south
to DMC Check 13 near Santa Nella, California, where water is either mixed with the State Water
Project in O’Neill Forebay and then either pumped into San Luis Reservoir for later delivery
through the DMC or San Luis Canal, or conveyed further south to the DMC terminus at the
Mendota Pool. During periods of drought, groundwater and river water are pumped into the
DMC at several locations. The calculation methods used in this report are provisional and some
elements in this report do not include estimations of benefits at this time. Reclamation submitted
the Compliance Monitoring and Evaluation Plan to the CV Water Board (Reclamation 2010)
which outlines the criteria and methodology for determining DMC loads and credits.

Quantification Methodology: The monthly amount of CVP water supply delivered to each
district is pro-rated according to the area of each district within either the Grassland subarea,
Northwest subarea, or outside of these subareas. The monthly mean salinity of CVP water is
calculated from average daily measurements taken at three locations along the DMC. The
salinity of CVP water delivered to each district is associated with the salinity monitoring site
closest to the District’s turnout along the DMC.

The Basin Plan allocates a salt load to Reclamation for water delivered to the Grassland and
Northwest Subareas. This background load allocation is calculated according to Table IV-8
Summary of Allocations and Credits (CV Water Board 2004c):

LApmc = Qomc * 52 mg/L * 0.00136

Where:
LApmc = Load Allocation of salts, in tons
Qpmc = monthly amount of CVP water delivered to Grassland and Northwest
Subareas, in acre - feet
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52 mg/LL = “background” salinity of water in the SJR released at Friant Dam (per the
Basin Plan) measured as total dissolved solids (TDS)
0.00136 = factor for converting units into tons

Actual DMC salt loads are calculated by the following equation:

Lpmc = Qomc * Cpmc* 0.00136
Where:

Lpmce = Actual DMC Load, in tons

Qomc = monthly amount of water delivered to Grassland and Northwest Subareas, in
acre - feet

Comc = monthly average of salinity of the water delivered to Grassland and
Northwest Subareas, in mg/L TDS

0.00136 = factor for converting units into tons

Each Subarea’s Qpycis calculated and then paired with the associated monthly average TDS for
that reach, so the equation becomes:

Lpmc = 0.00136 * Z(Qpmc * Cpmc) subareas

This equation is then broken into calculations for each subarea based on the source of CVP
water. Table 2 lists the monthly volumes of CVP water and salts delivered to the Grassland and
Northwest subareas and an estimate of the salts delivered in excess of the Monthly Load
Allocation. *

Table 2. Calculation of DMC Allocations and Loads

Grassland Subarea Northwest Subarea Total
o | L | 8 B @ T |8 B @ )
o8 § |56,/8 |§ | Skt 8 |8 | g s | ES
1= W® A Ec| © =] o | 6% ® ° 3 o 4
c2 €L |2SS|E |2 |[oE|SS £ (& | 2 o & <3
$8E |OCLu | 2% | 8 e 82 88E (00| 8 e g9 8 S
Z2Be|SES|CLG| 2 § |- 3EZ2Tu8ES|2 s 43 39
805825 85| € s LS [c285 8L% | s S s
Se-2|BYB (823 8 |ReBEe-S 8T8 3 R 2g
a8 22 w285 | 8 2 |Ss|§=E 2ef |28 2 Ss %=
Socou® TgI| 3| < —-—g 900 ® TEHE3 | < =5 w A
=T (] > Q| 4w~ = ° B S5 PT 0 > Q - o [l —
cecE3 82| 8o | §u Sao |[28|ccE38B2L | B @ a 20 sSa ¢
8962/ 90T ([am8| 08 oS C= g@o2 owg |08 o5 Q= 6> 5
WEES CO0E |00l | -8 | 38 |ad wEESOO0E (8| 38 << =028
Jan 13 6.0 0.9 1.3 13.9 1.0 7.2 0.1 0.08 0.3 0.02 0.2 7.4
Feb 13 35.9 7.1 35 815 | 58 [407| 3.3 1.6 9.0 0.6 3 45.0
Mar 13 29.8 8.3 4.8 788 | 56 |[372| 28 2.3 10.0 0.7 4.4 416
Apr 13 32.8 5.8 6.1 763 | 54 | 393 3.1 2.7 10.7 0.8 5.0 443
May 13 452 11.2 7.4 1478 | 105 | 534 | 4.4 25 17.7 1.2 5.6 59.0
Jun 13 437 11.9 8.8 141.7 | 10.0 | 543 | 4.2 4.8 21.1 1.5 7.5 61.8
Jul 13 40.6 11.3 6.2 164.9 | 11.7 | 46.5 37 52 | 27.1 1.9 7.0 53.5
Aug 13 39.9 12.4 4.1 1222 | 86 | 47.8 3.8 3.1 15.3 1.1 5.8 53.6
Sep 13 32.4 16.2 3.4 986 | 7.0 [450 | 0.9 1.8 5.2 0.4 2.3 47.3

* Allocations and loads for 2014, as displayed in Table 2, will be incorporated for the 1 and 2™ quarter 2014 in the
next quarterly report.

R =
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Oct 13 l 28.1 10.7 3.4 84.9 6.0 | 36.2 0.4 1.6 4.2 0.3 1.7 37.9
Nov 13 14.3 24 23 33.2 2.3 16.6 0.2 0.8 1.8 0.1 0.8 17.4
Dec 13 7.1 0.6 0.5 12.3 0.9 7.3 0.2 0.3 0.7 0.05 04 7.7

Source: Reclamation 2013b

E. Reporting Requirements

In the MAA, Reclamation agreed to provide quarterly reports to the CV Water Board.
Reclamation will consult with the CV Water Board before proposing any changes to the sample
report format. Quarterly reports are due 45 days after the end of the calendar quarter:

Table 3. Quarterly Report Submission Schedule

End of Calendar Quarter

Due Date of Quarterly Report

June 30, 2014

August 14, 2014

F. Funding Reporting

Reclamation agreed in the MAA to seek additional funding, including grant funding, to support
salinity control efforts. Table 4 summarizes Reclamation’s funding initiatives.

Activities
Table 4. Program Funding Initiatives
Period of
Program Description Status Performance
Execution of the 2013

Program to Meet
Standards

Technical Support to Meet
Salinity Objectives for
Vernalis

modification; 2014
maodification to be
submitted

FY2012 - FY2015

Program to Meet
Standards

Technical Support for LSJR
Meeting Water Quality
Objectives:

WARMEF online

Contract modification
Awarded

FY2013 - FY2016

Salinity Control

Westside Regional Drainage
Plan

Negotiate 2014 Grant
Funding ($3.8M)

FY2014 - FY2018

Salinity Control

Grassland Bypass Project

Obligate 2014
Funding ($880k)

FY2014

Program to Meet
Standards

Cooperative Agreement with
Grassland Water District
Real Time Management
Program Pilot Study

Awarded 2014
financial assistance
for the Cooperative
Agreement

FY2012 - FY2017
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